
Splněný sen pro ordinace 
i hygienistky

kombinovaný přístroj UOZK + otryskávač zubního 
plaku v provedení touch s nožním spouštěčem

•	 nedostižné ergonomické a hygienické zpracování 
•	 regulovatelné chlazení z rozvodu vody nebo roztokem  

z odnímatelné nádoby
•	 společný nožní ovladač

	 pracovní LED násadec UOZK
•	 4 pracovní programy včetně restorative
•	 momentový klíč K6
•	 Výběr pracovních koncovek se slevou 20 %

	 pracovní násadec otryskávače plaku
•	 1× koncovka 90°, 1× koncovka 120°
•	 samostatná nádobka písku pro supragingivální ošetření
•	 samostatná nádobka písku pro subgingivální ošetření
•	 1× balení PROPHYLAXIS POWDER 250 g
•	 1× balení GLYCINE POWDER 160g

COMBI touch – standard

COMBI touch – perio
	 stejná výbava jako u provedení standard + navíc
•	 hrot pískovače perio
•	 subgingivální koncovka jednorázová 40 ks
•	 momentový klíč K9

Akční cena pro ČR / SR:
109.990 Kč  |  3.999 €

Akční cena pro ČR / SR:
114.990 Kč  |  4.199 €

CENA V AKCI: 
14.990 Kč  |  555 €
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Bezdrátová polymerační lampa

STARLIGHT PRO

Û eAsyjet Pro
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Û eAsyjet Pro

Û STARLIGHT PRO
lightweight, powerful and versatile

Û The starlight pro combines 
its features in an exemplary 
manner. Cordless, ultralight 
and easy to handle.
 
The starlight pro is available 
in 4 new bright colours: shiny 
white, shiny yellow, silver and 
mat black carbon fibre.

Û LIGHT SPECTRUM
starlight lamps are  
effective on campho- 
roquinone, used as  
photoinitiator in 98%  
of the materials on  
the market. They emit 
light on a wave-length 
comprised between  
440 nm and 480 nm 
with a peak at 460 nm.

Û    „Fast“ mode: 10 seconds at  
maximum light intensity, with  
acoustic signal at the beginning  
and at the end of the cycle 

Û  „Slow rise“ mode: 20 seconds  
with a progressive increase of the 
light intensity reaching the peak 
within the first 3 seconds, one  
acoustic signal after 10 seconds  
and one at the end of the cycle

Û OPERATING MODES 

 198 x 22.5 mm
Û Weight  105 g
Û  Wavelength  440 - 480 nm
Û  Light intensity > 1.400 mW/cm2

Û  Average working life of LED (in 10-second cycles)  2.500.000 10-second cycles
Û Battery charging time  90 minutes
Û Battery capacity  160 20-second cycles
Û Warranty (excluding the optical fibre)  3 years including the battery

mectron s.p.a., via Loreto 15/A, 16042 Carasco (Ge), Italy, tel +39 0185 35361, fax +39 0185 351374, www.mectron.com, mectron@mectron.com

exclusive connection in 
metal ensures an optimal 
light beam transmission

Û CLICK-CLACK  

sterilizable, 
simple to apply to 
the optical fibre

Û OPTICAL 
PROTECTION

it does not require 
a fan as it develops 
no heat – silent

Û LOW  
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Û TECHNICAL  
SPECIFICATIONS
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Û Size (width x Ø)  198 x 22.5 mm
Û Weight  105 g
Û  Wavelength  440 - 480 nm
Û  Light intensity > 1.400 mW/cm2

Û  Average working life of LED (in 10-second cycles)  2.500.000 10-second cycles
Û Battery charging time  90 minutes
Û Battery capacity  160 20-second cycles
Û Warranty (excluding the optical fibre)  3 years including the battery
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exclusive connection in 
metal ensures an optimal 
light beam transmission

Û CLICK-CLACK  

sterilizable, 
simple to apply to 
the optical fibre

Û OPTICAL 
PROTECTION

it does not require 
a fan as it develops 
no heat – silent

Û LOW  
TEMPERATURE

the smooth,  
continuous and  
compact surface  
enables perfect  
disinfection

Û HYGIENE

orange

sterilizable, coherent,  
fibre optics conductor,  
Ø 8 mm

Û OPTICAL FIBRES 
CONNECTION 

Otryskávače plaku k připojení na hadici turbíny

EASYJET PRO 

CENA V AKCI: 
18.990 Kč  |  699 €

Otryskávače plaku k připojení na hadici turbíny
EASYJET PERIO

CENA V AKCI: 
19.990 Kč  |  739 €

VÁNOČNÍ AKCE
do 23. prosince

•	 Při objednání zboží do 2. 12. 2016  
dodáme ještě v roce 2016

•	 Při objednávce od 3. 12. 2016 
termín dodání leden 2017


